
Oakcliffe Rotajet washing /phosphating /rinse Machine

Sorry, this machine is no longer available

We might be able to meet your requirements with other Spray & Jet Cleaning machines.

Stock No DQ925
Manufacturer Oakcliffe Rotajet
Model D60
Serial D60/143/5-90
Work Envelope (WxDxH mm) Ø1200 x 650mm
Process Stages 3 stage wash/phosphate/rinse
Other Info Heavy Duty Industrial Batch Machine
Weight (kgs) To follow
External Dimensions (WxDxH mm) 2900 x 2200 x 2850mm (door down)

Description

This second hand Rotajet D60 is a heavy duty industrial parts phosphating washer with front loading component wash
fixtures, Ideally suited to heavy washing and phosphating of heavily contaminated parts.
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Designed for heavy loads and larger batches (Wheeled Baskets carried on Fixed Rails) Baskets are square with corners
angled off. Machines are fitted with separate upper and lower spray arms is are constructed from heavy duty 6mm steel.

The machine is equipped with 3 sump storage tanks each with its own pump.

Tank 1 Wash tank, 30kW heating, 11kW pump, drum type oil skimmer.
Tank 2 Phosphate Tank, 12kW heating, 7.5kW pump,
Tank 3 Rinse Tank, 24kW heating, 7.5kW pump,

Many possible combinations of heated wash, heated wash/phosphate and rinse seals are available. The control panel
has 4 pre selected programmes with independent timer functions

Prog 1 Wash, rinse, phosphate, rinse
Prog 2 Wash, phosphate, rinse
Prog 3 Wash, rinse
Prog 4 Wash only

Technical details:

-Basket dimensions Ø1200 x 650mm washing height.
-Max wash load 700kgs.
-2 x wheeled trolleys for loading carriers into unit.
-Electric heating to the sumps,
-Drum Oil skimmer,
-Vertical uprising pneumatic door
-Steam extraction Fan

External dimensions 2900 x 2200 x 2850mm

Photographs taken prior refurbishment. Our refurbishment service is not available on all machines.
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