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TUBE POLISHING MACHINE FOR STRAIGHT AND BENT PIPE 
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DESCRIPTION  
 

The polisher "Planetary" Article 150 is adapted to perform smoothing processing and polishing for finishing straight 

tubes and curved, circular section bars, oval, tubular and conical with changes of section. 

This machine can work diameter tubes from a minimum of 5 to a maximum of 120 mm and is used for quality 

finishes on any material, especially metal, and especially for stainless steel. 

The principle of working of the machine is to adopt a planetary system, namely the tube to be processed inserted in 

the machine does not rotate, but are the two abrasive tapes and the entire flywheel of the machine to rotate around 

the workpiece. 

The machine is equipped with a two-speed motor for the rotation of the abrasive belts and a foot pedal for the 

opening of abrasive belts.  

As optional accessories is possible to obtain the inverter for the electronic adjustment of engine revolutions of the 

belts and the automatic advancement (in enters and / or outgoing) for straight pipes. 

 

TECHNICAL DATA  
 

GENERAL 

Supply 400/50/3 Volt / Hz / Phase 

Electric motor power flying  1.85 (2.5) kW (Hp) 

Motor speed fly 1,400 Rpm 

Engine power electric abrasive belts  3 (4.0) kW (Hp) 

Engine abrasive belts Giri 1400-2800 Rpm 

Dimensions (Long x Largo x High) 750x910x1550 mm 

Weight  360 kg 

Noise emitted vacuum  80 dB 

 

BELT SANDER 

Minimum diameter pipe Ø5 mm 

Maximum tube diameter Ø120 mm 

minimum tube length 300 mm 

abrasive belts  2 Nr. 

size abrasive tapes 60x900 mm 

Cutting speed  10-20 m / sec 

All information is subject to change without notice * All information is subject to change without notice. 

 

PICTURE REGARDING “PLANETARY” SYSTEM 
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STANDARD 
 

General 

 Robust base with the base leveling antivibration rubbers.  

 Switchgear in low voltage with padlocking device and emergency stop with electronic motor braking with 

anti restore function in safety. 

 Two independent motors. 

 Mechanical parking brake to stop the machine. 

 Micron for emergency braking guard accidentally opened fly.  

 Fungus emergency stop in the vicinity of the operator. 

Planetary Sander 

 Two independent motors and electrical controls for the independent rotation of the disc and abrasive belts. 

 Motor abrasive belts at two speeds for machining with ribbons in Scoch-brite.  

 Foot control for opening of the tapes, which is essential to feed the machine. 

 Number 6 rubber wheels, balanced and fluted. 

 left and right holders for supporting details. 

 millimeter indicator for the diameter adjustment. 

 spring device for the rapid replacement of the abrasive belts. 

 Double 60x900 abrasive belt mounted on the machine ready for use. 

 Carter sander with predisposition connection system Ø80mm suction. 

Equipment CE 

 Service key. 

 Manual instruction and use, warranty and testing. 

 Machine supplied in compliance with CE regulations.  

 

 

   

OPENING DRIVE BELT FOOT 

Supplied accessory indispensable.  

By pressing the pedal allows the opening of the 

abrasive belts, facilitating the insertion of the 

workpiece and avoiding the breaking of the abrasive 

belts. 

 

 

 

 

 

Price: € 8,950.00 (excluding VAT) 
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OPTIONAL ACCESSORIES 
  Cod. INV.NA: INVERTER FOR ELECTRONIC SPEED 'OF BELTS 

It allows a wide cutting speed adjustment of the abrasive 

nastiri which is determined by several factors such as the 

desired finish, the material, the diameter and the type and 

texture of the used abrasive belts. The speed is adjusted by 

means of potentiometer and displayed. On the electrical box 

are also present the power buttons on and off of the two 

automatic advancement. 

 

TECHNICAL FEATURES 

- Rpm abrasive belts: Rpm 300 ÷ 3000 

- Dimensions: mm 500x350xH.1100 

 

Price: €. 1,600.00 (excluding VAT) 

 
  Cod. AV.2R: AUTOMATIC FEED - TWO ROLLERS 

The automatic feed allows you to perform automatic 

machining of straight pipes from Ø5 to Ø120mm without the 

need that the workpiece is fed manually. Positioned in output, 

(as in the figure), the operator will only have to insert the 

tube into the machine and push until the two rubber rollers 

drag the workpiece. 

The feed rate is adjustable by means of mechanical variators 

and ranges from 1 to 5 m / min. 

 

Price: €. 1,800.00 (excluding VAT) 

  Cod. AV.8R: AUTOMATIC FEED - EIGHT ROLLERS 

The automatic feed allows you to perform automatic 

machining of straight pipes from Ø5 to Ø120mm without the 

need that the workpiece is fed manually. Positioned in output, 

(as in the figure), the operator will only have to insert the 

tube into the machine and push until the two rubber rollers 

drag the workpiece. 

The feed rate is adjustable by means of mechanical variators 

and ranges from 1 to 5 m / min. 

 

Price: €. 2,950.00 (excluding VAT) 

 
 Cod. INV.AV: INVERTER GROOVERS 

The inverter for the simultaneous adjustment of the feeding 

speed of the advancements. 

 

Mandatory with more than 1 feed: 

Cod. AV.2R - AV.8R: advance machine. 

 

Price: €. 1,450.00 (excluding VAT)  
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 Cod. .: FOT PHOTOCELL FOR THE AUTOMATIC OPENING THE 

ABRASIVE BELT 

The photocell during the passage of the tube, opens the 

abrasive belts and closes them automatically when the tube 

is in its interior.  

 

Recommended at least two advances: 

Cod. AV.2R -AV.8R: advance machine. 

 

 

 

 
Price: €. 1,150.00 (excluding VAT) 

  

 

 

ASP.01 HP2: CYCLONE VACUUM CLEANER 

The vacuum is totally made of steel, without bag filters for 

dust. The powder is pulled down through the cyclone system. 

It is channeled and collected in the steel drawer when full 

must only be emptied without the need for further 

maintenance. 

 

TECHNICAL FEATURES 

-  Engine: Volt 400 - 2800 rpm - 3.0 kW 

-  Max capacity .: 1,360 m3 / h 

-  Total pressure max .: 485 mm H2OR 

-  Net weight: 195 kg 

-  Dimensions: 750x750xH.1900 

 

Price: €. 2,750.00 (excluding VAT)  
 

ACCESSORIES: ASP.01 HP2: 

Cod.SPTU80 Spezzone flexible aluminum tube Ø 80mm 

Price €. 20,00 (VAT excluded) 

Cod.FATU Clamp squeeze tube (€. 4.00 cad./1x pz.2) 

Price €. 8.00 (excluding VAT) 
   

ASP.07 - VACUUM CLEANER WATER 

It 'a vacuum cleaner with a water system for the switching off 

of the incandescent dusts. 

The aspiration is carried out by conveying the sucked dust 

into the underlying container that collects, this contains water 

interrupts the combustion process. 
 

TECHNICAL FEATURES 

- Motor: 400 Volt - Rpm 2800 - kW1,1 

- Max capacity .: 1200 m3 / h 

- Total pressure max .: 150 mm H2O 

- Net Weight: 45 kg 

- Dimensions: 830x500xH.1500 

Price €. 1,600.00 (excluding VAT) 

 


